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ADM803/ADM809/ADM810  Data Sheet 


 

ORDERING GUIDE  


Model

1

  Reset Threshold (V)  Temperature Range  Branding


2, 3

  Quantity 


Package  



Description 


Package  



Option 


ADM803LAKSZ-REEL  4.63  −40°C to +125°C  M6L  10,000  3-Lead SC70  KS-3 


ADM803LAKSZ-REEL7  4.63  −40°C to +125°C  M6L  3,000  3-Lead SC70  KS-3 


ADM803MAKS-REEL7  4.38  −40°C to +125°C  M03  3,000  3-Lead SC70  KS-3 


ADM803MAKSZ-REEL7  4.38  −40°C to +125°C  M6J  3,000  3-Lead SC70  KS-3 


ADM803RAKSZ-REEL7  2.63  −40°C to +125°C  M6M  3,000  3-Lead SC70  KS-3 


ADM803SAKS-REEL7  2.93  −40°C to +125°C  M06  3,000  3-Lead SC70  KS-3 


ADM803SAKSZ-REEL  2.93  −40°C to +125°C  M50  10,000  3-Lead SC70  KS-3 


ADM803SAKSZ-REEL7  2.93  −40°C to +125°C  M50  3,000  3-Lead SC70  KS-3 


ADM803TAKS-REEL7  3.08  −40°C to +125°C  M05  3,000  3-Lead SC70  KS-3 


ADM803TAKSZ-REEL7 



3.08 



−40°C to +125°C 



M4M 



3,000 



3-Lead SC70 


KS-3 



ADM803ZAKSZ-REEL7  2.32  −40°C to +125°C  M6N  3,000  3-Lead SC70  KS-3 


ADM809JAKS-REEL7  4.00  −40°C to +125°C  M9C or 9JXX  3,000  3-Lead SC70  KS-3 


ADM809JAKSZ-REEL  4.00  −40°C to +125°C  M6P  10,000  3-Lead SC70  KS-3 


ADM809JAKSZ-REEL7  4.00  −40°C to +125°C  M6P  3,000  3-Lead SC70  KS-3 


ADM809JARTZ-REEL7  4.00  −40°C to +125°C  M6P  3,000  3-Lead SOT-23  RT-3 


ADM809LAKS-REEL7  4.63  −40°C to +125°C  M9A  3,000  3-Lead SC70  KS-3 


ADM809LAKSZ-REEL  4.63  −40°C to +125°C  M6R  10,000  3-Lead SC70  KS-3 


ADM809LAKSZ-REEL7  4.63  −40°C to +125°C  M6R  3,000  3-Lead SC70  KS-3 


ADM809LART-REEL7  4.63  −40°C to +125°C  9LXX  3,000  3-Lead SOT-23  RT-3 


ADM809LARTZ-REEL  4.63  −40°C to +125°C  9LXX  10,000  3-Lead SOT-23  RT-3 


ADM809LARTZ-REEL7  4.63  −40°C to +125°C  9LXX  3,000  3-Lead SOT-23  RT-3 


ADM809MAKS-REEL7  4.38  −40°C to +125°C  M9B  3,000  3-Lead SC70  KS-3 


ADM809MAKSZ-REEL  4.38  −40°C to +125°C  M51  10,000  3-Lead SC70  KS-3 


ADM809MAKSZ-REEL7 



4.38 



−40°C to +125°C 



M51 



3,000 



3-Lead SC70 


KS-3 



ADM809MART-REEL7  4.38  −40°C to +125°C  9MXX  3,000  3-Lead SOT-23  RT-3 


ADM809MARTZ-REEL  4.38  −40°C to +125°C  M51  10,000  3-Lead SOT-23  RT-3 


ADM809MARTZ-REEL7  4.38  −40°C to +125°C  M51  3,000  3-Lead SOT-23  RT-3 


ADM809RAKS-REEL  2.63  −40°C to +125°C  M9F  10,000  3-Lead SC70  KS-3 


ADM809RAKS-REEL7  2.63  −40°C to +125°C  M9F  3,000  3-Lead SC70  KS-3 


ADM809RAKSZ-REEL  2.63  −40°C to +125°C  M4D  10,000  3-Lead SC70  KS-3 


ADM809RAKSZ-REEL7  2.63  −40°C to +125°C  M4D  3,000  3-Lead SC70  KS-3 


ADM809RART-REEL  2.63  −40°C to +125°C  9RXX  10,000  3-Lead SOT-23  RT-3 


ADM809RART-REEL7  2.63  −40°C to +125°C  9RXX  3,000  3-Lead SOT-23  RT-3 


ADM809RARTZ-REEL  2.63  −40°C to +125°C  M4D  10,000  3-Lead SOT-23  RT-3 


ADM809RARTZ-REEL7  2.63  −40°C to +125°C  M4D  3,000  3-Lead SOT-23  RT-3 


ADM809SAKS-REEL  2.93  −40°C to +125°C  M9E  10,000  3-Lead SC70  KS-3 


ADM809SAKS-REEL7  2.93  −40°C to +125°C  M9E  3,000  3-Lead SC70  KS-3 


ADM809SAKSZ-REEL  2.93  −40°C to +125°C  M53  10,000  3-Lead SC70  KS-3 


ADM809SAKSZ-REEL7  2.93  −40°C to +125°C  M53  3,000  3-Lead SC70  KS-3 


ADM809SART-REEL7  2.93  −40°C to +125°C  9SXX  3,000  3-Lead SOT-23  RT-3 


ADM809SARTZ-REEL 



2.93 



−40°C to +125°C 



M53 



10,000 



3-Lead SOT-23 


RT-3 



ADM809SARTZ-REEL7  2.93  −40°C to +125°C  M53  3,000  3-Lead SOT-23  RT-3 


ADM809TAKS-REEL7  3.08  −40°C to +125°C  M9D  3,000  3-Lead SC70  KS-3 


ADM809TAKSZ-REEL  3.08  −40°C to +125°C  M4K  10,000  3-Lead SC70  KS-3 


ADM809TAKSZ-REEL7  3.08  −40°C to +125°C  M4K  3,000  3-Lead SC70  KS-3 


ADM809TART-REEL7  3.08  −40°C to +125°C  9TXX  3,000  3-Lead SOT-23  RT-3 


ADM809TARTZ-REEL  3.08  −40°C to +125°C  9TXX  10,000  3-Lead SOT-23  RT-3 


ADM809TARTZ-REEL7  3.08  −40°C to +125°C  9TXX  3,000  3-Lead SOT-23  RT-3 


ADM809ZAKS-REEL  2.32  −40°C to +125°C  M9G  10,000  3-Lead SC70  KS-3 


ADM809ZAKS-REEL7  2.32  −40°C to +125°C  M9G  3,000  3-Lead SC70  KS-3 


ADM809ZAKSZ-REEL  2.32  −40°C to +125°C  M4P  10,000  3-Lead SC70  KS-3 
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Data Sheet  ADM803/ADM809/ADM810 


 

Model

1

  Reset Threshold (V)  Temperature Range  Branding


2, 3

  Quantity 


Package  


Description 


Package  


Option 


ADM809ZAKSZ-REEL7  2.32  −40°C to +125°C  M4P  3,000  3-Lead SC70  KS-3 


ADM809ZART-REEL  2.32  −40°C to +125°C  9ZXX  10,000  3-Lead SOT-23  RT-3 


ADM809ZARTZ-REEL  2.32  −40°C to +125°C  M4P  10,000  3-Lead SOT-23  RT-3 


ADM809ZARTZ-REEL7  2.32  −40°C to +125°C  M4P  3,000  3-Lead SOT-23  RT-3 


ADM810JAKSZ-REEL7  4.00  −40°C to +125°C  M6V  3,000  3-Lead SC70  KS-3 


ADM810JARTZ-REEL7 



4.00 



−40°C to +125°C 



M6V 



3,000 



3-Lead SOT-23 


RT-3 



ADM810LAKSZ-REEL7  4.63  −40°C to +125°C  M6W or ALXX  3,000  3-Lead SC70  KS-3 


ADM810LARTZ-REEL  4.63  −40°C to +125°C  M6W or ALXX  10,000  3-Lead SOT-23  RT-3 


ADM810LARTZ-REEL7  4.63  −40°C to +125°C  M6W or ALXX  3,000  3-Lead SOT-23  RT-3 


ADM810MAKSZ-REEL7  4.38  −40°C to +125°C  M6S  3,000  3-Lead SC70  KS-3 


ADM810MARTZ-REEL7  4.38  −40°C to +125°C  M6S  3,000  3-Lead SOT-23  RT-3 


ADM810RAKSZ-REEL7  2.63  −40°C to +125°C  M52 or ARXX  3,000  3-Lead SC70  KS-3 


ADM810RARTZ-REEL7  2.63  −40°C to +125°C  M52 or ARXX  3,000  3-Lead SOT-23  RT-3 


ADM810SAKSZ-REEL7  2.93  −40°C to +125°C  M6T  3,000  3-Lead SC70  KS-3 


ADM810SARTZ-REEL7  2.93  −40°C to +125°C  M6T  3,000  3-Lead SOT-23  RT-3 


ADM810TAKSZ-REEL7  3.08  −40°C to +125°C  M4V  3,000  3-Lead SC70  KS-3 


ADM810TARTZ-REEL7  3.08  −40°C to +125°C  M4V  3,000  3-Lead SOT-23  RT-3 


ADM810ZAKSZ-REEL7  2.32  −40°C to +125°C  M6U  3,000  3-Lead SC70  KS-3 


ADM810ZARTZ-REEL7  2.32  −40°C to +125°C  M6U  3,000  3-Lead SOT-23  RT-3 


1

 Z = RoHS Compliant Part. 

2

 XX = Date code, may be top or bottom marked. 


3

 RoHS compliant part has XX branded on the bottom of the device. 
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ADM810MARTZ-REEL


Mfr. #:

Buy ADM810MARTZ-REEL

Manufacturer:

Analog Devices Inc.

Description:

Supervisory Circuits RESET GENERATORS I.C.

Lifecycle:

New from this manufacturer.

Delivery:

DHL
FedEx
Ups
TNT
EMS


Payment:

T/T
Paypal
Visa
MoneyGram
Western
Union
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